
TECOINSA

ROTARY DRILL
TP-70/800

For drilling with core sample, down the hole hammer and auger.



Transport dimensions

� Length: 5600 mm
� Height: 2600 mm
� Width: 2160 mm
� Weight: 9500 Kg
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Rotation head

� Type: CR-400
� Torque and rotation speed:

• 1ª speed 0÷54 rpm 8021 Nm
• 2ª speed 0÷154 rpm 2797 Nm
• 3ª speed 0÷261 rpm 1653 Nm
• 4ª speed 0÷748 rpm 576 Nm

� Hydraulic clamp: Ø50 mm
� Rotation head hollow shaft: Ø101 mm
� Slide head.
� Admissible rods: 42 a 90 mm (HQ)
� Have adapter for pipe coating.
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Injection pump

� Model: Major 200
� Pistons number: 3
� Aspiration: 1 1/2”
� Impulsion: 1 1/4”
� Speed: 540 rpm
� Flow: 0-200 l/min
� Working pressure: 30 bar
� Driven by hydraulic motor.
� Equipped with pressure gauge and 

safety valve.
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Retainer - unscrewed

Retainer
� Diameter permissible: 42/170 mm
� Force: 9000 daN

Unscrewed
� Diameter permissible: 42/170 mm
� Force: 9000 daN
� Torque: 1410 daNm
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SPT

� Hammer weight: 63,5 Kg
� Fall height SPT: 760 mm
� Automatic positioning.
� Electronic beat counter.
� Automatic start.
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Mast

� Head run: 3400 mm

� Length: 5570 mm
� Telescopic maneuver: 6000 mm
� Push force: 5000 Kg
� Pull force: 10000 Kg
� Displacement: 980 mm
� Working angle: entre 0ºy 90º
� The displacement of head along the mast is 

made through a chain of high-strength.
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Winch

Main winch
� Hydraulic winch.
� Force: 2400 Kg
SPT winch
� Hydraulic winch.
� Force: : 400 Kg
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Chassis

� Mono hull chassis mounted on rubber tracks.
� Displacement speed tracks: 1,76 Km/h
� Maximum gradient of the tracks: 30%
� The tracks are driven by a wire control.
� Oil tank capacity: 375 l.
� 4 hydraulics leveling.
� The machine contain box of tools.
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Hydraulic

� Caterpillar direct injection diesel engine.
� Power: 174 CV
� Torque: 628 Nm/ 1400 rpm
� Engine cooler water.
� Diesel tank capacity: 150 l.
� Electrical system: Batería 12 V 100 A
� Hydraulics pumps:

• Pump P-1: 165 l/min variable flow
• Pump P-2+P-3 +P-4 74,8+74,8+17,6 l/min

� Head advance speed: 0/20 m/min
� Rolling speed winch: 37 m/min
� Centralized control panel.
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Options
� Wire-Line winch: 

• Max. pull: 1000 daN
• Rope quantity: 300 m
• Hydraulic drive..

� Air line with air lubricator.
� Case for rods of 3000 mm.
� Remote commander by wire.
� Remote commander by radio.
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Options

� Welding equipment:
� Welder:

� Rutile electrode.
� Service: 180 A-35%/125 A 60%
� Power: 8 kW-11 Hp

� Alternator:
� Power: 5 kVA
� Voltage: 115 ó 230 V
� Intensity: 21,7 A
� Frequency: 50 Hz
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